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--------.------- ---------------- ... -------------------------------------- --------------- --- ... ------------NO. c;aOOPQSITION CAS NJMBER PERCENT 

p SHELL SOL B HT• 

SOLVENf NAPHTHA (PETROLEUM), LIGHT A.LIPHATlC 64742.-89-8 100 CONTAINS 
A N·HEXANE 110-54-3 25-35 
B C'I'CLOHEXANE 110-&2-7 1·2 c 2-NETHYL PENTANE 107·83·5 20-24 
D 3•METHVL PENTANE 96-14-0 18-23 

*A CCWPLEX COMBINATION OF PREOOMlNATELY C5 TO CB HVDROCARBDNS, EXACT COMPOSITION WILL VARV. 

HWIS HAZARD RATING: HEALTH 1 FIRE 3 REACTIVITY 0 

SECTION II·B ACUTE TOKIClTY DATA 
----------------------------------------------------------------------------------------------------NQ. ACUTE ORAL LDI50 AaJTE DERMAL LDStt Aa.ITE lNiALATION LCSO 
----------------------------------------------------------------------------------------------------
p 
1. 
A 

NOT AVA.I~ABLE 
>25 ICL/KG (RAT) 
28.7 G/KG (RAT) 

>~ ML/KG (RABBIT) 
N/A 

•BASED UPON TESTING OF EITHER PRODUCT OR ESSENTIA~~y SIMILAR PRODUCTS. 

73,680 PPM/4H (RAT) 
77,000 PPM/1H (RAT) 

----------------------------------------------------------------------------------------------------SECTION :ru HEALTH INFORMATION 
----------------------------------------------------------------------------------------------------
THE HEALTH EFF~CTS NOTED BELOW ARE CONSISTENT WITH REQUIREMENTS UNDER THE OSHA HAZARD COMMUNICATION STANDARD (29 CFR 1910. 1200}. 

EYE CCJNTACT 
BASED ON PRODUCT TESTING LIQUID IS PRACTICALLY NONIARITATJNG TO THE EVES. HICH VAPOR CONCENTRATIONS MAY BE IRRITATING. 

SKIN CONTACT 
BASED ON PRODUCT TESTING LIQUID IS MILDLY IRRITATING TO THE SKIN. PROLONGED OR REPEATED LIQUID CONTACT CAN RESULT IN DEFATTING AND DRYING OF THE SKIN WHICH MAY RESULT IN SKIN IRRITATION AND 
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VAPORS MAY CAUSE IRRITATION TO THE NOSE, THROAT AND RESPIRATCRV TRACT. HIGH VAPOR CONCENTRATIONS MAV CAUSE CENTRAL NERVOUS SYSTEM (CNS) DEPRESSION. PROLONGED AND REPEATED INHALATION OF N-HEXANE (A COMPONENT OF THIS PRODUCT) NAY PRODUCE PERIPHERAL AND CENTRAL NERVE DAMAGE. 

INGESTION 
INGESTION OF PRODUCT MAY RESULT IN VOMITING; ASPIRATION (BREATHING} OF VOMITUS INTO THE LUNGS NUST BE AVOIDED AS EVEN SMALL QUANTITIES MAY RESULT IN ASPIRATION PNEU~ONITIS. 

SIGNS NfD SYIG'TDNS 
IRRITATION AS NOTED ABOVE. EARLY TO MODERATE CNS DEPRESSION MAY BE EVIDENCED BY GIDDINESS. HEADACHE, DIZZINESS AND NAUSEA; IN EXTREME CASES, UNCONSCIOUSNESS AND DEATH NAY OCCUR. ASPIQATION PNEUMONITIS MAY BE EVIDENCED BY COUGHING, LABORED BREATHING AND CYANOSIS (BLUISH SKIN): IN SEVERE CASES DEATH MAY OCCUR. P~RIPHERAL NERVE DAMAGE MAY BE EVIDENCED BV MUSCULAR WEAkNESS AND LOSS OF SENSATION IN THE ARMS AND LEGS. 

AGQRAV'ATED MEDICAL CONDITIONS 
PREEXISTING EVE. SKlN, RESPIRATORY DISORDERS MAY BE AGGRAVATED BV E~POSURE TO THIS PRODUCT. IMPAIRED PERIPHERAL NERVE fUNCTIONS fRO~ PREEKISTI~ DISORDERS NAY BE.AGGRAV~TED BY EXPOSURE TO A COMPONENT OF THIS PRODUCT. 

SEE SECTION VI FOR SUPPLEMENTAL INFORMATION. 

SECTION IV 

NO. 

p 
t • 
A 
B 

OSHA 
PEL/TWA 

NOT AVAILABLE 
500 PPM 
50 PPM 

300 PPM 

OCCUPATIONAL EXPOSURE LIMITS 

PEL/CEILING TLV/TWA 

400 FIPM 
SO PPM 

300 PPM 

ACGIH 

•EXPOSURE LIMITS FOR RUBBER SOLVENT RECO~NENDED AS A GUIDELINE. 

TLV/STEL 

SECTION V !M!RGENCY AND FIRST AID PROCEDURES 

EYE CONTACT 
FLUSH EVES WITH WATER. IF IRRIT4TEON OCCURS. GET MEDICAL ATTENTION. 

SKIN CONTACT 

OTHER 

REMOVE CONTAMINATED CLOTHING/SHOES. FLUSH SKIN WITH WATER. FOLLOW RV WASHING WITH SOAP AND WATER. lF IRRITATION OCCURS, GET MEDICAL ATTENTION. DO NOT REUSE CLOTHING UNTIL CLEANED. 
INHALATION 
REMOVE VICTIM TO FRESH AIR AND PROVIDE OXYGEN IF BREATHING IS DIFFICULT. GIVE ARTIFICIAL RESPIRATION IF ·NOT BR~ATHING. GET NEDICA.L ATTENTION. 

INGESTION 
DO NOT INDUCE VDNITING. IF VOMITING DCCUAS SPONTANEOUSLV, KEEP HEAD BELOW HIPS TO PREVENT ASPIRATION Of LIQUID INTO THE LUNGS. GET MEDICAL ATTENTION.• 

NOTE TO PHYSICIAN 
~lF MORE THAN 2.0 ML PER ~G HAS BEEN INGESTED AND VOMITING HAS NOT OCCURRED, EMESIS SHOULD BE INDUCED WITH SUPERVISION. KEEP VICTIM'S HEAD BELO~ HIPS TO PREVENT ASPIRATION. IF SYMPTOMS SUCH AS LOSS OF GAG REFLEX. CONVULSIONS OR UNCONSCIOUSNESS OCCUR BEFORE EMESIS, GASTRIC LAVAGE USING A CUFFED ENDOTRACHEAL TUBE SHOULQ BE CONSIDERED. 

----------------------------------------------------------------------------------------------------SECTION Vl SUPPLENENTAL HEALTH INFORMATION ----------------------------------------------------------------------------------------------------THIS PRODUCT MAY CONTAlN CERTAIN ISOPARAFFINS THAT HAVE BEEN DEMONSTRATED TO CAUSE KIDNEY DAMAGE IN MALE RATS AND CARDIAC SENSITIZATION IN OTHER SPECIES. THE RELEVANCE OF THE KIDNEY EFFECTS TO MAN IS UNkNDWN. THERE IS NO EVlDENCE THAT EXPOSURE TO INDUSTRIALLY ACCEPTABLE LEVELS OF HYDROCARBONS {E.G., THE TLV} HAVE PRODUCED CAWOIAC EFFECTS IN HUMANS. SUCH SENSITIZATION HOWEVER MAV CAUSE FATAL CHANGES IN HEART RHYTHM. THIS LATTER EFFECT HAS BEEN SHOWN TO BE ENHANCED BY HYPoxr 4 OR THE 
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IN~ECTION OF lDRENALIN-LIKE AGENTS. 

STUDIES ON N-HEXANE IN LABORATORY ANIMALS HAVE SHOWN MILO, TRANSITORY EFFECTS ON THE SPLEEN AND BLOOD (WHITE BLOOD CELLS), AND EVIDENCE OF LUNG DAMAGE. IN ADDITlON, FETOTOXICtTV HAS BEEN DEMONSTRATED AT LEVELS PRODUCING MATERNAL TOXICITY. AT HIGH LEVELS, INHALATION EXPOSURE HAS RESULTED IN TESTICULAR AND EPIDIDVMAL ATAO~HV. 

REPEATED EXPOSURES OF RABBITS TO HIGH VAPOR CONCENTRATION OF CVCLOHEXANE CAUSED SLIGHT INCREASE IN BLOOD CLOTTING TINE AND MINOR MICROSCOPIC CHANGES IN LIVER AND KIDNEY. CYCLDHEXANE WAS NOT MUTAGENIC IN THE ANES TEST BUT CAUSED A DOSE-RELATED INCREASE IN SISTER CHROMATID EXCHANGE IN CULTURED HUMAN LYMPHOCYTE CELLS. 

SECTION VU PHYSICAL DATA 

BOlLING POINT: 142-183 
(OEG F) 

SPECIFIC GRAVITY: 0.674 VAPOR PRESSURE: 320 (H20•1) 060 OEG F (MN HG) P tOO DEG F 
MELTING POINT: NOT AVA[LABLE 

(OEG F) 
SOLUBILITY: 
(IN WATER) 

NEGLlGIBLE VAPOR DENS[TV: 2.9 
(AIR•1) 

EVAPORATION RATE (N-BUTVL ACETATE • 1): 9.1 vee: tOO% •s. s:z 
LB/GAL '77 DEG F 

APPEARANCE AND ODOR; 
COLORLESS LIQUID. HYDROCARBON ODOR. 

SECTION VJU 

FLASH POINT AND METHOD: 
0 OEG F (TCC) 

EJCTINIIIJISHING MEDIA 

•IRe AND EKPLOSIDN HAZARDS 

FLAMMABLE LIMITS /% VOLUME IN AIR 
LOWER: t UPPER: 7 

USE WATER FOG, FOAN, ORV CHEMICAL OR C02. DC NOT USE A DIRECT STREAM OF WATER. PRODUCT WILL FLOAT AND CAN BE REIGNITED ON SUFACE OF WATER. 

SPECIAL FIRE FIGHTING PROCEDURES AND PRECAUTIONS 
DANGER. EXTAEMELV FLAMMABLE. CLEAR FIRE AREA 0~ UNPROTECTED PERSONNEL AND ISOLATE. CONFINED FIRE SPACE WITHOUT FULL BUNKER GEAR (HELMET WITH FACE SHIELD, BUNKER COATS. RUBBER BOOTSJ, INCLUDING A POSITIVE PRESSURE NIOSH APPROVED SELF-CONTAINED BREATHING COOL FIRE EXPOSED CONTAINERS WITH WATER. 

UM.ISUAL FIRE AND EXPLOSION HAZARDS 

DO NOT ENTER 
GLOVES AND 
APPARATUS. 

CONTAINERS EX~OSEC TO INTENSE HEAT FROM FI~ES SHOULD BE COOLED WITH WATER TO PREVENT VAPOR PRESSURE BUILDUP WHICH COULD RESULT IN CONTAINER RUPTURE. CONTAINER AREAS EXPOSED TO OlRECT FLAME CONTACT SHOULD BE COOLED WITH LARGE QUANTITIES OF WATER AS NEEC£0 TO PREVENT WEAKENING OF CONTAINER STRUCTURE. 

----------------------------------------------------------------------------------------------------!U!CTJON JX AE'ACTIVJTY 
----------------------------------------------------------------------------------------------------STAEliLlTV: STABLE HAZARDOUS POLYNERIZATION; WILL NOT OCCUR 

CONDITIONS AND MATERIALS TO AVOID: 
AVOID HEAT, SPARk$, FLAME AND CONTACT WITH STRONG OXIOIZ[NG AGENTS. PREVENT VAPOR ACCUMULATION. 
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----------------------------------------------------------------------------------------------------SECTION X EMPLOYEE PROTECTION ----------------------------------------------------------------------------------------------------
ReSPIRATORY PROTECTION 
AVOID PROLONGED OR REPEATED BREATHtNG OF VAPORS. IF EXPOSURE MAY OR DOES EXCEED OCCUPATIONAL EXPOSURE LIMITS (SEC. IV) USE A NIDSH-APPROVED RESPIRATOR TO PREVENT OVEREXPOSURE. IN ACCORD WITH 29 CFR 1910.134 USE EITHER AN ATMOSPHERE·SUPPLVINC RESPIRATOR OR AN AIR-PURIFYING RESPIRATOR FOR OAGiANl C VA.PORS. 

PROT!CTtVE CLOTHING 
AVOID CONTlCT WITH EVES. WEAR SAFETY GLASSES DR GOGGLES AS APPROPRIATE. AVQ[D PROLONGED OR REPEATED CDNT4CT WITH SKIN. WEAR CHEMICAL-RESISTANT GLOVES ANO OTHER CLOTHING AS REQUfAED TO M!NIMIZE CONTACT. TEST DATA FROM PUBLISHED LITERATURE AND/OR GLOVE AND CLOTHING MANUFACTURERS INDICATE THE BEST PROTECTION IS PROVIDED BY A NITRILE BARRIER. 
ADCtTJONAL PROfECTIVE MEASURES 
USE EXPLOSION-PROOF VENTILATION AS REQUIRED TO CONTROL VAPOR CONCENTRATIONS- AIR-DRY CONTAMINATED CLOTHING IN A WELL VENTILATED AREA, THEN LAUWDER BEFORE REUSING. 

SECTJON XI ENVIRONMENTAL PROTECTJDN 

SPILL UR LEAK PIUICEDURE5 
DANGER. EXTREMELY FLAMMABLE. ELIMINATE All [QNITlDN SOURCES. HANDLING EQUIPMENT MUST BE GROUNDED TO PREVENT SPAR~ING. ••• LARGE SPILLS ••• ISOLATE THE HAZARD AREA AND DENY ENTRY TO UNNECESSARY. PERSONNEL. WEAR APPROPRIATE RESPIRATOR AND PROTECTIVE CLOTHING. SHUT OFF SOURCE OF LEAK ONLY IF SAFE TO 00 SO. DIKE AND CONTAIN. WATER FOG NAV BE USEFUL IN SUPPRESSING VAPOR CLOUD; CONTAIN RUN-OFF. REMOVE WITH VACUUM TRUCKS OR PUNP TO STORAGE/SALVAGE VESSELS. SOAK UP RESIDUE_ WITH AN ABSORBENT SUCH AS CLAY, SANO DR OTHER SUITABLE MATERIA~; PLACE IN NON-LEAKING CONTAINERS FOR PROPER DISPOSAL. FLUSH AREA WITH WATER TO REMOVE TRACE RESIDUE; DISPOSE OF FLUSH SOLUTIONS AS ABOVE. ••• SMALL SPILLS ••• TAkE UP WITH AN ABSORBENT MATERIAL 'NO PLACE IN NON-LEAKING CONTAINERS; SEAL TIGHTLY FOR PROPER DISPOSAL. 

SECTION XII SPECIAL PRECAUTIONS 

KEEP LIQUID AND VAPOR AWAY FROM HEAT. SPARKS AND FLAME. SURFACES THAT ARE SUFFICIENTLY HOT MAV IGNITE EVEN LIQUID PRODUCT IN THE ABS8NCE OF SPARKS DR FLAME. EXTINGUISH PILOT LIGHrrS. CIGARETTES AND TURN OFF OTHER SOURCES Of IGNITION PRIOR TD USE AND UNTIL ALL VAPORS ARE GONE. VAPORS MAY ACCUMULATE AND TRAVEL TO I~ITIDN SOURCES DISTANT FROM THE HANDLING SITE; FLASH-FIRE CAN.RESULT. WEEP CONTAINERS CLOSED WHEN NOT IN USE. USE WITH ADEQUATE VENTILATION. 
CONTAINERS, EVEN THOSE THAT HAVE BEEN EMPTIED. CAN CONTAIN EXPLOSIVE VAPORS. 00 NOT CUT, DRILl. GRIND. WELD QA PERFORM SIMILAR OPERATIONS ON OR NEAR CONTAINERS. 00 NOT PRESSURIZE DRUM CONTAINERS TO EMPTY THEM. 

STATIC ELECTRICITY ~AV ACCUMULATE AND CREATE A FIRE HA2AAD. GROUND FIXED EQUIPMENT. BOND AND GROUND TRANSFER CONTAINERS AND EQUIPMENT. 

WASH WITH 50AP AND WATER BEFORE EATING. DRINKING, SMOKING. APPLYING CDS~ETICS, DR USING TOILET FACILITIES. LAUNDER CONTAMINATED CLOTHING BEFORE REUSE. AIR-DRY CONTAMINATED CLOTHING IN A WELL VENTILATED AREA BEFORE LAUNDEAINQ. 

--------------------·-------------------------------------------------------------------------------SECTION XIU TRANSPORTATION REQUIREMENTS ----------------------------------------------------------------------------------------------------DEPARTMENT OF TRANSPORTATION CLASSIFICATION: CLASS 3 (FLA~ilriiABLE LIQUIOSJ, I! 

D.O.T. PROPER SHJPPlNG NAME: 
PETROLEUM DISTILLATES. N.D.S. (PETROLEUM NAPHTHA) 

OTHER REQUIREMENTS: 
UN1268. GUIDE 27 
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----------------------------------------------------------------------------------------------------SECTION XIV OTHEA R.EGIJLATORY CONTROLS 

THIS PRDOUCT IS LISTED ON THE EPA/TSCA INVENTCAV OF CHEMICAL SUBSTANCES. 

PROTECTION OF STRATOSPHERIC OZONE (PURSUANT TO SECTION 611 OF THE CLEAN AIR ACT AMENDMENTS OF 1990}: PER 40 CFR P~RT 82. THIS PRODUCT DOES NOT CONTAIN NOR WAS IT DIRECTLY MANUFACTU~EO WITH ANV CLASS I OR CLASS II OZONE DEPLETING SUBSTANCES. 

IN ACCORDANCE WITH SARA TITLE III. SECTION 313, THE ENVIRONMENTAL DATA SHEET (EOS) SHOULD ALWAYS BE COPIED AND SENT ~ITH THE MSDS. 

SECTION XV STATE REGULATORY INFD~TION 

THE FOLLOWING CHEMICALS ARE SPECIFICALLY LISTED BY INDIVIDUAL STATES; DTHEA PRDOUCT SPECIFIC HEALTH AND SAFETY DATA IN OTHER SECTIONS OF THE MSDS MAY ALSO BE APPLICABLE FOR STATE REQUIRE~ENTS. FOR DETAILS ON YOU~ REGUL~TORV REQUIREMENTS YDU SHOULD CONTACT THE ~PPROPRIATE AGENCY IN YOUR STAlE. 
STAU Ll STEO ~PDNENT PERCENT STATE COD£ ----------------------------------------------------------------------------------------------------HEXA.NE, N- CA, CT, FL, IL, LA, .... "1E, !IN, (CAS NO: 110-53-3 25-35 NJ, PA, Rl 
CVCLOHEXANE CA, CT, FL, I L, LA, ••• ME, MN, (CAS NO: 110-82-7 1-2 NJ, PA, Rl 
METHYL PENTANE, 2- FL, .... MN, PA (CAS NO: 107-113-~ 20-24 

METHYL PENTANE, 3-
FL. .... PA (CAS NO: 96-14-0 18-23 

BENZENE ••• CA.SSC (CAS NO: 11-43-2 <50 PPM 

CA =CALIFORNIA HAZ. SUBST. LIST; CA65C, CAGS~, CA65C/R CALIFORNIA SAFE DRINKING WATER AND TOXIC$ ENFORCEMENT ACT OF 1986 OR PROPOSITION 65 LIST; CT = CDNNECTlCUT TOXJC, SUBST. LIST; FL FLORIDA SUBST. LIST; IL = ILLINOIS TCX. SUBST. LIST: LA • LOUISIANA HAZ. SUBST. LIST; MA MASSACHUSETTS SUBST. LIST; ME • MAINE HAZ. SUBST. LISTo MN MINNESOTA HAZ. SUBST. LIST; N~ • NEW JERSEY HAZ. SUBST. LIST; PA m PENNSYLVANIA HAZ. SUBST. LIST; RI • RHODE ISLAND HAZ. SUBST. LIST. 

CALIFORNIA PROPOSITION G5 FOOTNOTE: OA65C • THE CHEMICAL IDENTIFIED WITH THIS COOE IS KNOWN TO THE STATE OF CALIFORNIA TO CAUSE CANCER. CA65R ~THE CHEMICAL IDENTIFIED WITH THIS CODE IS KNOWN TO THE STATE OF CALIFORNIA TO CAUSE BIRTH DEFECTS OR OTHER REPRODUCTIVE HA~M. CA65C/R • THE CHEMICAL IDENTIFIED WITH THIS CODE IS KNOWN TO THE STATE OF CALIFORNIA TO CAUSE BOTH CANCER ANO BIRTH DEFECTS OR OTHER REPRODUCTIVE HAR~. 

SECTION XVI SPECIAL NOTES -----------------------------------------------------------------------------------·----------------
THIS MSDS REVISION HAS CHANGES IN SECTION XV - STATE REGULATORY INFORMATION 
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THE INFD~MATIDN CONTAINED HEREIN IS BASED ON THE DATA AVAILABLE TO US AND IS BELlEVEO TO BE CORRECT. HOWEVER, SHELL MAKES NO WARRANTY, EXPRESSED OR IMPLIED REGARDING THE ACCURACY OF THESE DATA DR THE 
RESULTS TO BE Q8TAINED FROM THE USE 'THEREOF. SHELL ASSUMES NO RESPONSIBILITY FCIR IN..JURY FROM lHE USE OF THE PRODUCT DESCRIBED HEREIN. 

DATE PREPARED:SEPTENBER tO. 1995 

BE SAFE 
READ OUR PRODUCT 
SAFETY INFORMATION ••• AND PASS IT ON 

(PRODUCT LIABILITY LAW 
REQUIRES IT) 

.J. C. WILLETT 

SHELL OIL COMPANY 
PRODUCT SAFETY AND COMPLIANCE 
P. 0. BOX 4320 
HOUSTON, TX 772t0 

< • 


